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        Biomass generated as residue from various agricultural activities is a renewable 
resource for producing energy, being available in abundant quantities and having low 
negative impact on environment quality. Biomass can be converted to biofuel using 
different thermal, biological and physical processes, however these technologies are not 
yet fully developed, to be able to successfully replace the classic sources of energy 
production. In this paper, will be assessed the main technologies for converting biomass 
into biofuels, exploring the physical and chemical characteristics of energy potential from 







Bioenergy describes the power 
generation obtained by processing plants 
vegetal mass. Plants are using sunlight 
and CO2 to assimilate carbon into 
biomass, this being a potentially 
sustainable energy source with a low 
climate impact.  
Agricultural biomass may be used 
as an important energy resource, having 
many environmental and economical 
advantages, and the potential to replace 
at least partially the fossil fuel demands.  
However, transforming biomass into 
energy is not widely used practice due to 
several efficiency issues, high costs of 
investment, national policies and the 
current proposed technologies, that are 
not validated, neither completely mature 
(Godbout et. al., 2012).  
Unlike crops that are established 
only for energy production, in the case of 
biomass, can be used various residues 
and wastes that are generated as by-
products. This aspect in highly important, 
since there is a growing concern about 
the savings of conventional fuels, and the 
present global problems related to 
environmental protection. 
The commonly used conversion 
technologies of waste to energy involves 
the transformation of the row material into 
other forms of fuels. Apart from 
transesterification technique, that must be 
analyzed separately, transformation of 
waste biomass to energy is carried out 
using thermochemical and biochemical 
conversion. The bio-fuels derived from 
lignocellulosic biomass are popularly 
referred to as second-generation bio-
fuels. Even though thermochemical 
conversion pathways have shown 
commercial promises, most research in 
this area remain at pre-commercial 
stages (Zhang, 2016).   
The purpose of this study is to 
analyze the best solutions for processing 
biomass obtained as residues, or 
secondary row materials. 
A variety of energy plants and 
technical plants including sugar sorghum, 
Jerusalem artichoke, Miscanthus, energy 
willow or bamboo were evaluated both in 
terms of ethanol production and in regard 
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to the biomass obtained as a by-product 
(Nenciu et. al., 2020). During the 
evaluations it was determined that the 
resulting biomass has different 
characteristics, and could be generated in 
large quantities. Therefore, must identify 
a generally applicable solution, that could 
provide high yields and might be 
successfully adapted regardless of the 
crop or geographical area. 
 
MATERIAL AND METHOD 
 
Thermochemical conversion is a 
process carried out to make the 
decomposition of organic components 
biomass using heat, while biochemical 
conversion utilizes microorganisms or 
enzymes to do this job. Conversion using 
thermochemical technology comprises 
pyrolysis, gasification, liquefaction, and 
combustion.  
Thermochemical technologies show 
great promise for the production of 
renewable electricity, both in the context 
of introducing biomass in existing coal 
powerplants (Baxter, 2005), or in 
decentralized electrification projects from 
developing countries (Shackley et al., 
2012). 
Conversion solutions of agricultural 
biomass into biofuels and bioenergy have 
been researched on several levels and 
domains. Oasmaa et. al., (2010), studied 
fast pyrolysis bio-oil from plant residues 
as an alternative to fossil fuels and 
feedstocks. The field of interest of this 
technology would be that of companies 
who have biomass residues at their 
disposal, with domestic consumption, 
given that the obtained products are 
different from conventional liquid fuels, 
and introducing new fuel into the markets 
is a difficult task.  This is not the only 
challenge, but also the fuels structure, 
given the high amount of alkali metals 
and nitrogen in the oil, and the 
transformation process encountering 
difficulties due to the water resulting from 
the process. The best use of the obtained 
bio-oil was the incineration into boilers, 
because this option had no associated 
legislative constraints.           
Biochemical conversion, 
encompasses three broad categories of 
processes: anaerobic digestion, alcoholic 
fermentation and photobiological reaction 
(Faaij et. al. 2006). 
Woods et. al. (1994) divided 
conversion technologies of biomass into 
biofuels into three main groups: Direct 
combustion processes, when agricultural 
waste is usually incinerated, 
Thermochemical processes, when 
controlled temperature and oxygen 
conditions are used to convert the original 
biomass feedstock into more convenient 
forms of energy carriers, such as gas, oils 
or methanol, and Biochemical processes 
that employ micro-organisms and 
microbial engineering for the production 
of alcohols (Woods and Hall, 1994). 
Direct combustion furnaces might 
be used for direct heat technologies, or 
for creating steam. For processing 
agriculture wastes, commonly used 
processing techniques, with promising 
results are the suspension and fluidized 
bed furnaces, having as row material fine 
particle biomass feedstocks. 
Modern processing of agricultural 
residues uses as row materials some 
mixtures of fossil fuels and biomass 
feedstock, especially if the aim is to 
obtain electricity. The advantages of the 
technique are related to the maintenance 
of a high productivity yield, but with the 
reduction of the total quantities of sulfur, 
CO2 and other GHGs. 
Thermochemical conversion is a 
method to transform biomass into 
biofuels, either using dry techniques or 
hydrothermal techniques. 
 In a dry thermochemical conversion 
process, biomass is degrading to 
gaseous molecules, thus going through 
several stages that depend on the 
temperature value, such as torrefaction 
(below 300°C), carbonization and 
pyrolysis (between 300°C and 700°C), 
and gasification (700°C–900°C). 
A hydro-thermochemical conversion 
process, usually called hydrothermal 
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carbonization (HTC), takes place either 
under processing conditions of 280°C–
370°C and pressures up to 22 MPa to 
create tar, process that is called 
hydrothermal liquefaction (HTL), either 
above 370°C and 22 MPa, pressure when 
the dominant products are gaseous fuels, 
the process being called hydrothermal 
gasification (HTG). 
Tanger, et. al., (2013) considered in 
their study that effective conversion of 
biomass to energy require the careful 
pairing of advanced conversion 
technologies with biomass feedstocks, 
optimized for this purpose. 
Their research followed the evaluation of 
the genetic control, potential 
environmental influence, and 
consequences of modification for these 
issues in order to improve feedstocks, 
and to obtain thermochemical conversion. 
The aim was to optimize the lignin levels, 
reduce ash and moisture content. 
One of the most important barriers 
of the industry is the production of high-
quality biomass, that could be 
economically converted into useful 
energy products (Albersheim et al., 
2010). 
 
RESULTS AND DISCUSSIONS 
 
Hameed et. al. (2020), made a very 
elaborate review in which he dealt with 
the thermal co-conversion of different 
biomass, sewage sludge, and coal blends 
through TGA, in order to obtain optimum 
energy recovery. The study tested 
different elemental, chemical 
composition, and experimental conditions 
in order to observe synergetic effects 
during co-pyrolysis of sewage sludge, 
lignocellulosic biomass, and coal blends.  
The study's findings showed that 
low energy intensive operation with high-
quality products and techniques should 
be further explored, and feedstock 
advance pretreatment processes should 
be adopted to enhance the 
devolatilization. 
There are cases where 
thermochemical production of renewable 
electricity associated co-products have 
found to be the most effective use of 
biomass in order to replace fossil fuels 
(Giuntoli et al., 2012). 
Pyrolysis is the phenomenon of 
thermal decomposition of biomass into 
highly heterogeneous gaseous, liquid, 
and solid intermediates, in the absence of 
oxygen (Albersheim et al., 2010; Field et. 
al., 2013). The main products obtained 
from pyrolysis are the pyrolysis oil, an 
alkaline mixture that is having a high 
oxygen content, a solid product named 
char that can be used either as a fuel or 
soil amendment, and a mixture of 
gaseous fuels. 
Gasification is the exothermic partial 
oxidation of biomass, a process optimized 
for the production of combustible gases. 
The gaseous products are usually named 
syngas, and can be either used directly 
in the burners, or are desulfurized and 
used in internal combustion engines. 
Another process that can be used 
especially for wood materials is 
carbonization, that used partial oxidation 
for producing charcoal (Bailis, 2009), and 
hydrothermal processing used to 
decompose biomass into solid, liquid, and 
gaseous intermediates by varying the 
temperature and pressure (Van der Stelt 
et al., 2011). 
The thermochemical conversion 
performance is dependent on the 
biomass feedstocks, which can be 
characterized by three methods: 
biochemical approach (which evaluates 
the percentages of constituent 
biopolymers), proximate approach 
(assessing the heating of biomass to 
quantify its thermal recalcitrance), or 
ultimate approach (referring to the relative 
abundance of individual elements). 
Biomass phenotyping to differentiate 
between genetic controls with the 
involvement of individual traits for 
bioenergy production requires the 
characterization of large plant 
populations. 
Moisture content is an important 
indicator, measuring the total amount of 
water that can be found in biomass and 
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negatively effects the thermochemical 
conversion processes.  
For combustion or co-firing, it is 
necessary to bring the biomass to a very 
low level of humidity (5%), considering 
that a large amount of water leads to 
incomplete combustion. Therefore, if the 
biomass has a high-water content, then 
other processing methods are 
recommended such as fluidized bed 
combustors (that allows 35% humidity), 
gasification (allows 30% humidity) or 
hydrothermal conversion, when biomass 
can be used without drying (Bridgwater et 
al., 2002; Cummer and Brown, 2002). 
In comparation to fossil fuels, 
biomass has lower amounts of sulfur, 
thus considerably reducing air pollution 
with sulfur-based compounds and avoids 
catalyst poisoning in fast pyrolysis 
systems. Although biomass contains 
higher amounts of nitrogen, which can 
contribute to NOX emissions, this can be 
minimized by introducing some changes 
in the process (Yin et al., 2008). 
High levels of nitrogen can create 
problems in the process of fast pyrolysis 
(Wilson et al., 2013) while it is known that 
lignin content is associated with PM 
emissions (Williams et al., 2012). 
The moisture content is also a very 
important element, especially when 
carrying out reliability assessments of the 
raw material transportation, considering 





Shifting agricultural residues 
towards alternative energy sources and 
high value products will improve the 
sustainability of the bioenergy chain, 
reducing negative environmental impacts 
related to inappropriate waste disposal 
and fossil fuel mass consumption. 
Although biomass have a high 
theoretical potential, these residues from 
agriculture are not widely used as energy 
sources, due to their poor energy 
characteristics, including low density, low 
heating value, and high moisture content. 
These elements, most of the time incur 
high costs during collection, 
transportation, handling, and storage. 
Furthermore, the inappropriate 
removal of agricultural residues from 
agriculture may rise to concerns of soil 
quality, decrease in soil organic carbon, 
soil erosion, crop yields and other 
environmental negative issues. 
There have been identified 
different conceptualizations, which assist 
in providing alternate ways to 
characterize biomass, thus managing to 
identify the optimal method of biomass 
conversion, depending on the specific 
characteristics of each crop. These 
conceptualizations help to make very 
useful predictions of grindability, density 
and heating value, without the need to 
conduct advanced studies for each crop 
or lot. 
Thermochemical processes are 
becoming more accepted as emerging 
technology, but so far, have not proven 
important commercial applications. We 
recommend identifying solutions based 
on a series of indicators, such as the 
humidity level, in ordfer to choose the 
optimal biomass processing technology. 
 Feedstock properties, that are 
influencing thermochemical conversion 
effectiveness, include heating value, ash 
content, or the moisture level. Most of the 
research studies are focused on 
optimizing some of the process variables 
such as temperature, heating rate, 
oxidation environment or improving the 
final products.  
Moisture content is an important 
indicator, the humidity negatively effecting 
the thermochemical conversion 
processes. Therefore, depending on the 
crop type, one optimal conversion method 
must be chosen for the maximum water 
level contained in the plants. 
Predicting biomass properties 
using biochemical analysis have been 
found to be a challenging task, because 
of inaccuracies associated with different 
measurement methods. Besides the 
genetic approach of the crops 
evaluations, the agricultural management 
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has a decisive impact on the 
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